
Kongsfjorden 2008-2009

Argos beacon s/n 098 id 24333
2 pellet floats - subsurface
M/L s/n 2637 TD (10m)

40in Sub surface buoy
pickup line connected to
bottom of buoy

SBE16+ s/n 5181 + fluorometer s/n 2353 (24m)

RT661 s/n 529 Mode 'B'
Window 15C0
Diagnostic 1549 (8320)
Release 1555

600 Kgs Anchor Chain

5m x 14mm seasteel

1 m x 1/2in link chain

    1 x 20m 10mm 6x19FC wire

LAT:  78º 59.179'N

LON:  011º 20.929'E

DEPTH:  209m
DEPLOYED:     00:30Z 04/09/2008
RECOVERED:  08:12Z 22/08/2009

21way Sediment trap s/n 12289-02 (104m)

    1 x 20m 10mm 6x19FC wire

 RDI 300KHz ADCP s/n  8031 (101m)

SBE 37 IM s/n 2166 (201m)

SBE 37 IM s/n 2164 (25m)

                7329 T (30m)         x

            1448 T  (80m)        x

    Vemco miniloggers

Swivel

            1444 T (40m)         x

            1445 T  (50m)        x

    1 x 30m 13mm 6x19FC wire         5232 T (145m)         x

209m

Swivel

2 settlement plates
(1 Old & 1 New)

    1 x 30m 10mm 6x19FC wire

    1 x 5m 10mm 6x19FC wire

            1446 T  (60m)        x

            1447 T  (70m)        x

            5230 T  (90m)        x

    1 x 50m 13mm 6x19FC wire

    1 x 10m 13mm 6x19FC wire         5231 T (115m)         x

         5234 T (170m)        x

    1 x 5m 13mm 6x19FC wire

    1 x 5m 13mm 6x19FC wire

 RDI 300KHz ADCP s/n  9579 (196m)

2 settlement plates
(1 Old & 1 New)

2 settlement plates
& 2 clam baskets
(1 Old & 1 New)

final diagram 2022/03/30 DV

 SBE37 IM s/n 2367 (105m) on bridle

FAULTY

FAULTY

FAULTY
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